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INTELLIGENT ADAPTER FOR
MAINTAINING CACHE COHERENCY

CROSS REFERENCE TO RELATED
APPLICATIONS

This patent application claims the benefit under 35 U.S.C.
§119(e) of U.S. Provisional Application Ser. No. 61/660,604,
filed on Jun. 15, 2012, and U.S. Provisional Application Ser.
No. 61/697,680, filed on Sep. 6, 2012. The disclosures of the
aforementioned provisional applications are incorporated
herein in their entireties.

TECHNICAL FIELD

The present disclosure relates to network communications
and devices.

BACKGROUND

A computer network, often simply referred to as a network,
is a group of interconnected computers and devices that facili-
tates communication among users and allows users to share
resources. Adapters, switches and other devices are typically
used during network communication for reading and writing
data at mass storage devices.

Computing devices (or systems) use the mass storage
devices to store data. Data centers are commonly used to store
large amount of data for computing devices. Different storage
options are available for computing devices to store data and
retrieve data. For example, direct-attached storage (DAS),
network attached storage (NAS) and storage area networks
(SANs).

A DAS system typically includes a plurality of storage
drives that are directly attached to a computing device (for
example, a server) and is accessible via a host bus adapter
(HBA). Common protocols used for DAS storage devices are
SCSI (Small Computer Systems Interface), ATA (AT attach-
ment), SATA (Serial ATA), SAS (Serial Attached SCSI) and
others.

NAS is a file level storage that provides access to a plurality
of computing devices. NAS typically uses network file shar-
ing protocols, for example, NFS (Networked File System),
CIFS (Common Internet File System) and others for storing
and managing data at storage devices.

SAN is a dedicated network that provides access to con-
solidated, block level data storage. SANs are primarily used
to make storage devices, such as disk arrays, tape libraries,
and others, accessible to servers so that the devices appear
like locally attached devices to an operating system of a
computing device. A SAN typically has its own network of
storage devices that are generally not accessible through the
local area network by other devices. SANs often utilize a
Fibre Channel fabric topology, an infrastructure specially
designed to handle storage communications. SANs may also
use iSCSI (i.e. mapping SCSI over TCP/IP (Transmission
Control Protocol/Internet Protocol), Fibre Channel over Eth-
ernet (FCoE), FCP (Fibre Channel over SCSI), Hyper SCSI
(i.e. SCSI over Ethernet) and other protocols for storing data
at storage devices.

Continuous efforts are being made to better provide access
to storage systems and improve how data is stored and
retrieved in a network environment having a plurality of com-
puting devices.

SUMMARY

The various embodiments of the present system and meth-
ods have several features, no single one of which is solely
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responsible for their desirable attributes. Without limiting the
scope of the present embodiments as expressed by the claims
that follow, their more prominent features now will be dis-
cussed briefly. After considering this discussion, and particu-
larly after reading the section entitled “Detailed Description”
one will understand how the features of the present embodi-
ments provide advantages.

In one embodiment, a machine implemented method is
provided. A first adapter receives a request to write data at a
storage location represented by a logical entity presented to
an application executed by a first computing device. The first
adapter includes a storage protocol controller for interfacing
with a storage device accessible via a storage area network
(SAN); and a processor for managing a first solid state storage
device (SSD) whose storage space is configured to operate as
a first cache logical unit number (LUN). The first adapter is a
part of cluster having at least a second adapter with a second
SSD whose storage space is configured to operate as a second
cache LUN. The first adapter writes the data to the first cache
LUN, when the first adapter is a cache owner of the logical
entity, otherwise the request is sent to the second adapter that
is the cache owner of the logical entity and then the second
adapter processes the request to cache data at the second
cache LUN.

In another embodiment, a machine implemented method is
provided. The method includes a first adapter receiving a
request to read data from a storage location represented by a
logical entity presented to an application executed by a first
computing device. The first adapter includes a storage proto-
col controller for interfacing with a storage device accessible
via a SAN; and a processor for managing a first SSD whose
storage space is configured to operate as a first cache LUN.
The first adapter is a part of a cluster having at least a second
adapter having a second SSD whose storage space is config-
ured to operate as a second cache LUN. The first adapter reads
the data from the first cache LUN, when the first adapter is a
cache owner of the logical entity, otherwise the request is sent
to the second adapter that is the cache owner of the logical
entity and the second adapter obtains data in response to the
request.

In yet another embodiment, a system having a first com-
puting device interfacing with a first adapter and a second
computing device interfacing with a second adapter, where
the first adapter and the second adapter operate within a
cluster is provided. The first adapter includes a storage pro-
tocol controller for interfacing with a storage device of a SAN
via a port that provides SAN connectivity to the first adapter;
a SSD managed by a memory controller and available to the
first computing device as a local caching device; and a pro-
cessor executing programmable instructions for processing
an input/output (I/O) request received from the first comput-
ing device to read or write information to a logical entity
presented to the first computing device. The first adapter
processes the /O request, when the first adapter is a cache
owner of the logical entity, otherwise the request is sent to the
second adapter by the storage protocol controller and the
second adapter processes the request that is the cache owner
of the logical entity and the second adapter processes the
request.

This brief summary has been provided so that the nature of
the disclosure may be understood quickly. A more complete
understanding of the disclosure can be obtained by reference
to the following detailed description of the embodiments
thereof concerning the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The various present embodiments relating to the manage-
ment of network elements now will be discussed in detail with
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an emphasis on highlighting the advantageous features.
These novel and non-obvious embodiments are depicted in
the accompanying drawings, which are for illustrative pur-
poses only. These drawings include the following figures, in
which like numerals indicate like parts:

FIG. 1A is a functional block diagram of a system, used
according to one embodiment;

FIGS. 1B-1D show various embodiments of an intelligent
storage adapter (ISA);

FIG. 1E shows an example of a configuration for using the
ISAs, according to one embodiment;

FIG. 1F is a block diagram of the overall architecture for
the ISAs, according to one embodiment; and

FIGS. 2A-2G show process flow diagrams of various
embodiments of the present disclosure;

FIG. 3 shows an example of presenting a parent LUN,
according to one embodiment;

FIGS. 4A-4C show process flow diagrams of various
embodiments of the present disclosure;

FIG. 5A shows an example of a cluster using the ISAs
according to one embodiment; and

FIGS. 5B-5F and 6 show other process flow diagrams of
various embodiments of the present disclosure

DETAILED DESCRIPTION

The following detailed description describes the present
embodiments with reference to the drawings. In the drawings,
reference numbers label elements of the present embodi-
ments. These reference numbers are reproduced below in
connection with the discussion of the corresponding drawing
features.

As a preliminary note, any of the embodiments described
with reference to the figures may be implemented using soft-
ware, firmware, hardware (e.g., fixed logic circuitry). manual
processing, or a combination of these implementations. The
terms “logic,” “module,” “component,” “system,” and “func-
tionality,” as used herein, generally represent software, firm-
ware, hardware, or a combination of these elements. For
instance, in the case of a software implementation, the terms
“logic,” “module,” “component,” “layer” “system,” and
“functionality” represent executable instructions that per-
form specified tasks when executed on a hardware based
processing device or devices (e.g., CPU or CPUs). The pro-
gram code can be stored in one or more non-transitory, com-
puter readable memory devices.

More generally, the illustrated separation of logic, mod-
ules, components, systems, and functionality into distinct
units may reflect an actual physical grouping and allocation
of software, firmware, and/or hardware, or can correspond to
a conceptual allocation of different tasks performed by a
single software program. firmware program, and/or hardware
unit. The illustrated logic, modules, components, systems,
and functionality may be located at a single site (e.g., as
implemented by a processing device), or may be distributed
over a plurality of locations. The term “machine-readable
media” and the like refers to any kind of medium for retaining
information in any form, including various kinds of storage
devices (magnetic, optical, static, etc.).

The embodiments disclosed herein may be implemented as
a computer process (method), a computing system, or as an
article of manufacture, such as a computer program product
or computer-readable media. The computer program product
may be non-transitory, computer storage media, readable by
a computer device, and encoding a computer program of
instructions for executing a computer process. The computer
program product may also be readable by a computing sys-
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tem, and encoding a computer program of instructions for
executing a computer process.

System 100:

FIG. 1A is a block diagram of a system 100 configured for
use with the present embodiments. System 100 may include a
plurality of computing systems 102A-102N (may also be
referred to as server (s) 102 or host system 102), each coupled
to an adapter 114 (also referred to as an intelligent storage
adapter (ISA) 114) that interfaces with other devices and
ISAs, as described below in more detail.

The computing system 102A may include one or more
processors 104, also known as central processing units
(CPUs). Processor 104 may be, or may include, one or more
programmable general-purpose or special-purpose micropro-
cessors, digital signal processors (DSPs), programmable con-
trollers, application specific integrated circuits (ASICs), pro-
grammable logic devices (PLDs), or the like, or a
combination of such hardware devices.

Processor 104 executes machine implemented instructions
(or process steps/blocks) out of a memory 106 and interfaces
with an interconnect 107 that may be referred to as a computer
bus 107. The computer bus 107 may be, for example, a system
bus, a Peripheral Component Interconnect (PCI) bus, PCI-
Express (PCle) bus, a HyperTransport or industry standard
architecture (ISA) bus, a SCSI bus, a universal serial bus
(USB), an Institute of Electrical and Electronics Engineers
(IEEE) standard 1394 bus (sometimes referred to as
“Firewire”), or any other type of bus.

The computing system 102 A may further include a storage
device 108, which may be for example a hard disk, a CD-
ROM, a non-volatile memory device (flash or memory stick)
or any other storage device for storing structured or unstruc-
tured data. Storage 108 may store operating system program
files (or data containers), application program files, for
example, email applications, database applications, manage-
ment applications, and other application files. Some of these
files are stored on storage 108 using an installation program.
For example, the processor 104 may execute computer-ex-
ecutable process steps of an installation program so that the
processor 14 can properly execute the application program.

In one embodiment, storage device 108 may be a solid state
storage device (may also be referred to herein as SSD 108).
SSDs are becoming popular for servers that may need to store
large amounts of data. ISA 114 described below in more
detail may be used to manage and/or access storage device
108, according to one embodiment.

Memory 106 also interfaces with the computer bus 107 to
provide the processor 104 with access to memory storage.
Memory 106 may include random access main memory
(RAM). When executing stored computer-executable process
steps from storage 108, the processor 104 may store and
execute the process steps out of memory 106. Read only
memory (ROM, not shown) may also be used to store invari-
ant instruction sequences, such as start-up instruction
sequences or basic input/output system (BIOS) sequences for
operation of a keyboard (not shown).

In one embodiment, processor 104 may execute an appli-
cation 105 for performing certain functions. For example,
application 105 may be a database application, a virtual
machine executed in a virtual environment (provided by
VMWare Corporation, Microsoft Corporation or any other
entity) electronic email application (for example, Microsoft
Exchange) or any other application type. Application 105
may issue read and write requests that are processed by ISA
114, as described below in more detail

The computing system 102A also includes other devices
and interfaces 109, which may include a display device inter-
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face, a keyboard interface, a pointing device interface and
others. The details of these components are not germane to the
inventive embodiments.

ISA 114 may be configured to handle both network and
storage traffic while interfacing with other elements. In one
embodiment, as described below in detail, ISA 114 may be
configured to provide the functionality of a host bus adapter
(HBA) by providing connectivity to SAN (storage area net-
work) based storage arrays as well as present logical storage
from a local storage device connected to the ISA. Various
network and storage protocols may be used to handle network
and storage traffic, for example, Ethernet, Fibre Channel,
Fibre Channel over Ethernet (FCoE), Internet over Small
Computer System Interface (iISCSI), and others. Some of the
common protocols are described below.

Ethernet is a common network protocol used for network
communication. The original Ethernet bus or star topology
was developed for local area networks (LAN) to transfer data
at 10 Mbps (mega bits per second). Newer Ethernet standards
(for example, Fast Ethernet (100 Base-T) and Gigabit Ether-
net) support data transfer rates that are greater than 1 gigabit
(Gb). The various embodiments described herein may use
Ethernet (which includes 100 Base-T and/or Gigabit Ether-
net) as the network protocol. However, the adaptive embodi-
ments disclosed herein are not limited to any particular pro-
tocol, as long as the functional goals are met by an existing or
new network protocol.

Fibre Channel (may also be referred to as “FC”) is a com-
mon storage protocol used in SANs. Fibre Channel is a set of
American National Standards Institute (ANSI) standards that
provide a serial transmission protocol for storage and network
protocols such as HIPPI, SCSI, IP, ATM and others. Fibre
Channel supports three different topologies: point-to-point,
arbitrated loop and fabric. The point-to-point topology
attaches two devices directly. The arbitrated loop topology
attaches devices in a loop. The fabric topology attaches host
systems directly (via HBAs) to a fabric, which are then con-
nected to multiple devices. The Fibre Channel fabric topology
allows several media types to be interconnected.

Fibre Channel fabric devices include a node port or
“N_Port” that manages Fabric connections. The N_port
establishes a connection to a Fabric element (e.g., a switch)
having a fabric port or F_port.

A new and upcoming standard, called Fibre Channel over
Ethernet (FCOE) has been developed to handle both Ethernet
and Fibre Channel traffic in a storage area network (SAN).
This functionality would allow Fibre Channel to leverage
high speed, for example, 10 Gigabit Ethernet networks while
preserving the Fibre Channel protocol. In one embodiment.
ISA 114 can be configured to operate as a FCOE adapter.
Those of ordinary skill in the art will appreciate, however, that
the present embodiments are not limited to any particular
protocol.

iSCSI is an IP based storage networking standard for link-
ing data storage facilities. By carrying SCSI commands over
IP networks, iSCSI is used to facilitate data transfers over
intranets and to manage storage over long distances. iISCSI
can be used to transmit data over local area networks (LANs),
wide area networks (WANSs), or the Internet and can enable
location-independent data storage and retrieval. The protocol
allows clients to send SCSI commands (referred to as com-
mand or (control) data blocks (CDBs) to SCSI storage
devices (may be referred to as targets) on remote servers.
iSCSI is a SAN-based protocol, allowing organizations to
consolidate storage into data center storage arrays while pro-
viding hosts (such as database and web servers) with the
illusion of locally attached disks. Unlike traditional Fibre
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Channel, which uses special-purpose cabling, iSCSI can be
run over long distances using existing network infrastructure.
In one embodiment, ISA 114 may operate as an initiator as
well as a target for responding to input/output (referred to as
1/0O or “I0”) requests for reading and writing information at
storage devices.

Storage space at a storage device (local or SAN-based) is
typically presented to application 105 as a logical entity
referred to as a logical unit number (LUN). Each LUN is
uniquely identified by an identifier (LUN ID) and is associ-
ated with physical storage space. A LUN is typically divided
into logical block addresses (LBAs) that are used by applica-
tion 105 to read and write data to storage locations. The LBAs
are mapped with actual physical storage to read and write
data. A LUN used by an application may be referred to as a
data LUN. A LUN that is accessible via a SAN connection
may be referred to as a SAN LUN. A LUN at a local storage
device managed by ISA 114 may be referred to as “cache”
LUN. A cache LUN may be used to cache data stored at a
SAN LUN or another data LUN. The cache LUN is managed
by ISA 114 and may not be visible to application 105, as
described below in more detail.

Referring back to FIG. 1A, computing system 102 uses an
adapter interface 110 to communicate with ISA 114 via a link
112. In one embodiment, link 112 may be a PCI-Express link
or any other interconnect type. The adaptive embodiments
disclosed herein are not limited to any particular link type.

ISA 114 may communicate and interface with local storage
108 and a mass storage system 120 via a SAN 116 that may
include one or more switch (may be referred to as fabric
switch). The mass storage system 120 may include a plurality
of storage devices 124A-124N. Storage space at storage
devices 124 A-124N may be presented as SAN LUNSs to appli-
cation 105 via SAN 116. Controller 122 of mass storage
system 120 may be used to manage storage devices 124A-
124N. In one embodiment, controller 122 may include a
processor, an ISA 114 and other similar components.

System 100 may also include a management console 118,
used according to one embodiment. Management console
118 may be a computer system similar to computing system
102A described above in detail. Management console 118
executes a management application 117 that may be used to
configure storage space as logical structures (for example, as
LUNss) that are presented to computing systems 102A-102N
for storing information or as cache LUNs at local storage for
caching information stored at SAN LUNs. ALUN is typically
identified by a unique identifier; has a size associated with it
that may indicate the amount of storage space that is made
available to a computing system and a drive letter that may be
used to access the LUN. Permissions associated with a LUN
may also be configured using management application 117.
The permissions indicate which entities may be allowed to
access a LUN to read and/or write information. Management
application 117 may store LUN attributes and permissions in
a configuration data structure 117A at a storage location.

As mentioned above, computing system 102A may include
SSD 108 such that mass storage devices are “closer” to com-
puting system 102A. When SSDs are deployed in computing
system 102A, they may beused for caching data that is closest
to the applications executed within server 102A. This
improves performance from the application’s perspective
because performance is not limited due to bandwidth limita-
tions of SAN 116 or of controller 122 at the mass storage
system 120.

One challenge of having SSDs in servers is synchronizing
data between a SSD operating as a local cache and a remote
SAN-based storage (124A-124N). For example, assume that
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a first server 1 has SSD1 and can use network storage i.e. a
shared LUN. A second server 2 has SSD2 and can also access
the shared LUN. When server 1 needs to read data from the
shared LUN, it obtains the data and caches it at SSD1. Server
2 does the same at SSD2. This operates well for read opera-
tion, however if either server executes a write operation on the
shared LUN, cache coherency between the shared LLUN,
SSD1 and SSD2 is lost and may result in data corruption. For
example, server 1 may read data from SSD1, while server 2
may write data to the shared LUN. Thus server 1 may be
reading invalid data from SSD1.

Another drawback of conventional systems is that separate
drivers are typically used for SSDs and HBAs. Managing
additional drivers, agents and applications increase complex-
ity of overall software management within a host computing
system and increases overall cost of operating the servers.

Another challenge with conventional systems providing
SSDs to severs is sharing data stored at local SSDs between
multiple servers that may be running a virtual machine envi-
ronment (for example, virtual machines provided by VM Wa-
relnc, Microsoft Corporation and others) or application clus-
ters. Virtual machines are typically presented on one or more
computing systems and may execute different operating sys-
tems. The virtual machines are presented storage space as
virtual hard drives (VHDs) that are in turn associated with
LUNs and physical storage. When a virtual machine is either
migrated or redeployed to another physical server, it can lose
access to a cache provided at a local SSD. For examplea VM1
running on a physical server 102 A has stored its cache data on
a local SSD 108 residing on a server 102A. When VM1 is
migrated from server 102A to server 102B, VM1 has no
longer access to its cache storage on SSDs 108 on server
102A.

In one embodiment, ISA 114 is provided that can provide
transparent data caching at SSDs while efficiently synchro-
nizing the SSD data with SAN-based storage devices. The
ISA enables management of data stored at the SSDs. The ISA
also enables the SSDs to be shared as SAN storage allowing
other servers 102B-102N to access data residing at SSDs in
server 102A. ISA 114 may configure a LUN from the local
storage 108 and present the LUN to servers 102A-102N,
allowing the local storage 108 to be shared by other Servers
102B-102N.

In another embodiment, ISA 114 provides traditional SAN
connectivity to computing systems 102A and to the SSDs at
each computing system. The SSDs may be managed as a
storage pool that may be configured to operate as a cache pool
to cache read/write data for SAN LUNs presented to the
computing systems. SAN LUNs when configured may be
tagged with an attribute that allows caching at the local SSDs
for read and/or write caching.

In one embodiment, data may be written at an SSD and
SAN storage at the same time. This may be referred to as
“Write Through.” In another embodiment, data is first written
to a SSD and a confirmation is sent to the computing system.
Data is then written to a SAN storage at a later time. This may
be referred to as “Write Back.” When data is written using the
“Write Back” method in response to a write command, as
described below in detail, data may also be mirrored across
two ISAs 114 located at computing system 102A and any
other computing system 102B-102N before a confirmation is
sent to a computing device that initiated the write command.
Both the Write Back and Write Through processes are
described below in detail.

In another embodiment, multiple ISAs 114 connected via
SAN 116 may operate in a group (or a cluster) that may be
identified by a unique cluster key. The cluster key may be
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assigned and maintained by management application 117 ata
configuration data structure 117A. The cluster key is provided
to the ISAs so that they can access storage within the data pool
created by aggregating storage across members of the group
and form a common cache pool for the cluster members.

FIGS. 1B-1D show various embodiments of ISA 114 as
114A-114C having certain common components that have
only been described in FIG. 1B. As shown in FIG. 1B, ISA
114 A includes a storage protocol controller 128 (shown as
“external storage protocol controller”) with ports 126A and
126B. The storage protocol controller may be a Fibre Channel
controller (or application specific integrated circuit (ASIC))
that is available from QLogic Corporation for interfacing
with Fibre Channel based storage devices via ports 126 A/
126B. Ports 126 A/126B include logic and circuitry for send-
ing and receiving Fibre Channel frames. Fibre Channel is
simply shown as an example and the various embodiments
disclosed herein are not limited to any particular storage/
network protocol. Thus ports 126 A-126B are not limited to
just Fibre Channel ports. Furthermore, although only two
ports 126 A and 126B are shown as an example, the adaptive
embodiments disclosed herein are not limited to any particu-
lar number of ports.

Storage protocol controller 128 may operate as a host bus
adapter for managing 1/O requests for SAN-based storage.
Storage protocol controller 128 is configured to process 1/0
requests for reading data from SAN-based storage (124 A-
124N) and writing data to SAN-based storage. Thus storage
protocol controller 128 is used to take advantage of existing
SAN infrastructure, while providing access to SSDs for com-
puting systems 102A-102N.

In one embodiment, storage protocol controller 128
includes a processor (not shown) for executing the Fibre
Channel stack having layers, FC0-FC3. FCO0 is defined by the
Fibre Channel specification as the physical layer, which
includes cables (fiber optics, twisted-pair), connectors and
others. FC1 layer is defined as the data link layer. This layer
implements the 8B/10B encoding and decoding of signals.
FC2 layer 49C is defined as the network layer. This layer
defines the main Fibre Channel framing, addressing, and
control protocols. FC3 layer is an auxiliary layer that provides
common services like encryption or RAID related. FC4 layer
is the protocol mapping layer where other protocols, such as
SCSl are encapsulated into an information unit for delivery to
FC2 and transmission across a Fibre Channel network. This
layer provides flexibility to Fibre Channel as a networking
technology compatible with other technologies.

ISA 114A also includes a host interface 150 that interfaces
with processor 104 via link 112. The structure of host inter-
face 150 will depend on the type of connection/interconnect
used to communicate with processor 104. For example, if a
PCI-Express link is used to communicate with processor 104,
then host interface 150 includes logic and circuitry for receiv-
ing and sending PCI-Express packets/information.

ISA 114A includes a system on chip (SOC) 131 that
includes a micro-processor 130 having access to an adapter
memory (may also be referred to as local memory) 132.
Processor 130 may be one or more programmable general-
purpose or special-purpose microprocessors, digital signal
processors (DSPs), programmable controllers, application
specific integrated circuits (ASICs), reduced instruction set
computer (RISC), programmable logic devices (PLDs), or
the like, or a combination of such hardware devices. Memory
132 may be used to store firmware instructions and various
data structures for ISA 114A for controlling overall ISA
114 A operations. Memory 132 may also store instructions for
implementing the various embodiments described herein.
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SOC 131 may also include a receive module 134 and a
transmit module 136. The receive module 134 may be used to
store packets that are received via ports 126 A/126B, while
transmit module 136 may be used to store information that is
transmitted via ports 126 A/126B or to local SSDs that are
described below. Receive module 134 and/or transmit module
136 may be separate modules and may include more than one
component for processing received information or informa-
tion that is transmitted.

ISA 114A may also include a non-volatile memory 138
(shown as flash memory) for storing parameters/instructions
that may be used by micro-processor 130 for executing the
instructions described below in detail. ISA 114A also
includes a storage connector 140 that interfaces with another
card 141 (may also be referred to as a daughter card 141),
according to one embodiment. In one embodiment, the stor-
age connector may be a PCI-Express connector, PCI connec-
tor or any other connector type based on the interconnect used
by SOC 131 to interface with the SSDs. The daughter card
141 includes a memory controller 142 that interfaces with a
plurality of connectors 144A-144N. The plurality of connec-
tors 144A-144N are used to plug in SSDs 148A-148N (simi-
lar to storage 108). In this embodiment, SSDs 148 A-148N are
included within a server chassis 146. In one embodiment,
connectors’ 144A-144N may be SATA connectors for receiv-
ing SSDs 148A-148N. In another embodiment, connectors’
144A-144N may be SAS connectors.

ISA 114 A has SAN connectivity because of ports 126 A-
126B, similar to a host bus adapter, as mentioned above. The
storage protocol controller 128 allows SAN storage based
processing. Unlike conventional HBAs, ISA 114A also
includes a storage connector 140 that provides local storage
solutions via SSDs 148A-148N. Furthermore, unlike conven-
tional caching solutions, where host systems use separate
drivers for SSDs and HBAs, the architecture of the present
embodiments (See FIG. 1F) simply uses a unified driver for
both HBA functionality and for using the SSDs 148A-148N.

FIG. 1C shows another embodiment of ISA 114B where a
daughter card 143 has the SSDs 148 A-148N on the card itself,
rather than on the server chassis 146, as shown in FIG. 1B,
according to one embodiment. FIG. 1D shows another
embodiment of ISA 114C where the memory controller 142
is on the same card as the other components of ISA 114C. The
SSDs 148A-148N are also on the same card connected via
one or more storage connectors 152.

FIG. 1E shows a system 100A where each ISA 114D-114F
(similar to ISA 114 described above) in servers 102A-102N
are coupled to a fabric switch 160, according to one embodi-
ment. Fabric switch 160 includes a plurality of ports 160A-
160E. Ports 160A-160C are coupled to ISA 114D-114F ports,
respectively, while port 160D is coupled to controller 122 of
the mass storage system 120. Management console 118 may
be coupled to port 160E for configuring various components
of system 100A.

Management console 118 may also be used to configure
LUNs 156A-156N that are presented to servers 102A-102N
for storing information. The LUNs may be based on storage
located at SAN-based storage 120 or at a local SSD148A-
148N.

The LUNs 156A-156N may be configured to operate as a
local LUN. In this configuration, the LUN may be used as a
“boot” LUN. The LUN may be used by the host computing
system to which it is presented. One or more ISAs may
present the boot LUN to any of the servers that are served by
a cluster of ISAs. LUNs 156 A-156N may also be configured
as a SAN mirror LUN. In such configuration, the LUN is a
mirror of a LUN that is associated with a SAN-based storage
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device. LUNs 156 A-156N may also be configured as Peer
Mirror LUN. In such a configuration, the LUN is mirrored
across at least two ISAs and hence can be made accessible to
at least two servers.

The LUNs 156A-156C may also be accessible by one or
more servers via SAN 116. In this example, a DAS (direct
attached storage) based SSD becomes accessible as SAN
storage, while the DAS based storage is still managed by an
application 105 (for example, a database application).

In FIG. 1E, in one embodiment ISA 114D in server 102A
acts as a storage protocol controller for LUN 156A, serving
up LUN 156A to initiators ISA 114E in server 102B and ISA
114F in server 102C. At the same time, ISA 114D also acts as
a traditional HBA (initiator) for SAN LUNs at SAN storage
devices 124 A-124N.

In one embodiment, an efficient software architecture is
provided for using the ISAs described above. An example of
software architecture (or system) 161 for systems 100/100A
is shown in FIG. 1F and described below in detail.

FIG. 1F shows a block diagram of a system 161 for using
ISA 114, according to one embodiment. Components of sys-
tem 161 are executed by processor 104 or by ISA 114. System
161 includes a graphical user interface (GUI) 117B that may
be provided by or at management console 118, either as part
of management application 117 or to management applica-
tion 117. GUI 117B may be used by an administrator to
configure and monitor one or more ISAs 114.

GUI 117B interfaces with a remote procedure call (RPC)
client 117C. RPC is an inter-process communication mecha-
nism that is used by a client and a server to communicate.
Details regarding RPC mechanism are not germane to the
embodiments disclosed herein.

RPC client 117C communicates with a RPC server 164
using a request and response mode. A RPC request 162A is
sent to the RPC server 164 and aresponse 162B is received by
the RPC client 117C. The RPC server 164 may be executed by
processor 104 of host computing system 102A that sends out
1/O requests to read and write information.

Processor 104 or a similar device also executes operating
system 166 for controlling the overall operations of host
system 102A. The operating system 166 may be Windows-
based, Linux-based, Solaris-based, Unix-based or any other
operating system type. Processor 104 or a similar device also
executes an application programming handler (API handler)
170, an I/O handler 168 and an adapter driver 172 that are
described below in detail.

System 161 components use various commands and data
structures for processing read and write commands, as well as
management commands. The commands/structures include
TRBs (target request blocks), TPBs (target process blocks),
TEBs (target event blocks) and ACBs (application control
blocks) that are described below in detail.

A 'TRB is a data structure used for managing an I/O request
received from a host system 102A, a FC initiator via an FC
port (for example, a port from among 126A-126B) or an
iSCSl initiator via an Ethernet port (for example, a port from
among 126 A-126B). The term initiator as used herein means
an ISA coupled to a host system. In one embodiment, one
TRB may be associated with an IOCB (input/output control
block) that is used to initiate an I/O operation. A TRB includes
information from a host system or a Network initiator (for
example, a FC/iSCSI/FCoE initiator) to execute an [/O
request. The information includes a CDB information regard-
ing a target device, LUN identifier information, any buffer
addresses, request context information and any other infor-
mation. The TRB may also include reference to the TPBs
defined below.
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A TPB is a structure used to move data between various
ISA 114 components to complete an I[/O request. One or more
TPBs are associated with a TRB and may be used to identify
data buffers (not shown) that are associated with the /O
request. As described below in detail, TPBs are passed
through various interfaces to transfer data using direct
memory access (DMA) operations.

A TEB is a structure that is used to send notification from
an ISA 114 interface/component to a central processor
executable layer, shown as a bridge application module (may
also be referred to as layer) 190. For example, if a Fibre
Channel link has gone down, then a FC layer sends a TEB to
a bridge application module 190 described below.

An ACBiis a structure that is based on an API control block
for obtaining status, exchanging parameters, obtaining or
providing configuration information. The use of ACBs are
also described below in detail.

In one embodiment, ISA 114 executes a driver 180 (shown
as endpoint driver 180) for communicating with adapter
driver 172 executed by the host system 102A. In one embodi-
ment, the endpoint driver 180 may be executed by processor
130. The adapter driver 172 may be an integrated driver
module that can be used to use HBA functionality of ISA 114
as well as for interfacing with SSDs 148 A-148N. Separate
SSD and HBA drivers are not needed in system 161. This
reduces complexity for communicating with SAN-based
storage and local SSDs.

The endpoint driver 180 may implement a plurality of
registers for communicating with adapter driver 172. The
endpoint driver 180 also communicates with a PCle (i.e.
PCI-Express) portal module (or layer) 182 executed by the
ISA 114. The PCle portal module 182 may be used to send
and receive TRBs 189A/189B and ACBs 191A and 191B,
also shown in FIG. 1F.

API control block (APICB) command 174A is based on
client requests generated by client application 105. The client
requests may seek status information or set certain param-
eters at ISA 114. The client requests are received by API
handler 170 that generates APICB 174A. The APICB 174A is
then passed to the endpoint driver 180 by adapter driver 172.
In another embodiment, the adapter driver 172 may generate
the APICB 174A.

The endpoint driver 180 generates an ACB 191A and pro-
vides the ACB 191A to the ISA API handler 184 via the PCle
portal module 182. In another embodiment, the ACB 191A
may be generated by the PCle portal module 182. In another
embodiment, an ACB may be received from another ISA via
one of' a FC/iSCSI/FCoE network using the SCSI protocol.

ISA API handler 184 is a logical layer executed by proces-
sor 130. The ACBs received by the ISA API handler 184 are
transformed into TEBs and then queued by ISA API handler
184 at a memory location (not shown). ISA API handler 184
then either issues control commands (IOCTLs) 179 to the
bridge application module 190 to complete the TEBs or calls
into a persistence notifier module (or layer) 186 to obtain or
send parameters to a persistence module 193.

The persistence module 193 is used to manage a non-
volatile memory accessible to ISA 114, for example, 138. The
non-volatile memory 138 may be used to store various data
structures used by ISA 114, as described below.

In one embodiment, adapter driver 172 receives an 1/O
request from application 105 to read or write information
from or to a storage device. Based on the I/O request, adapter
driver 172 (or I/O handler 168) generates an IOCB that pro-
vides information regarding how data is to be read and written
and the logical location for reading or writing information.
The IOCB is provided to I/O handler 168 at the host system
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102A. The I/O handler 168 sends the IOCB 176 A to adapter
114 via a DMA operation. A TRB 181 based on the IOCB
176 A is also sent to the bridge application module 190 using
a DMA operation. The bridge application module 190 then
generates various TPBs (shown as 189B-189F) associated
with the TRB and spawns the TPBs to different modules, as
appropriate. As TPBs are completed the bridge application
module 190 queues the TPBs for the PCle portal module 182.
Once all the TPBS for a TRB are completed, then a status
control block (IOSB) 176B is provided to adapter driver 172.

In one embodiment, the bridge application module 190 is a
central processor executable layer for ISA 114 that is
executed by processor 130. The bridge application module
190 processes 1/O requests (i.e. TRBs), spawns (or distrib-
utes) TPBs for a TRB and routes TPB to an appropriate
interface. The bridge application module 190 can pull infor-
mation to and from the persistence module 193. Furthermore,
the bridge application module 190 also implements a plural-
ity of IOCTLs that can be called by ISA API handler 184 or
RPC server 164.

System 161 also includes a thin provisioning (TP) module
(may also be referred to as TP layer) 194 that interfaces with
the bridge application module 190 for receiving TPBs. The
TP module 194 is used for managing data storage at local
SSDs 148A-148N, as well as interacting with a data migra-
tion (DM) module (may also be referred to as DM layer) 196.
The DM module 196 is used for synchronizing data storage
with a remote location as described below in detail.

The TP module 194 receives TPBs from the bridge appli-
cation module 190 and determines if the TPBs are for a
“parent” LUN oralocal LUN (i.e. at a local SSD). Ifthe TPB
is for a local LUN, then it is forwarded to a SCSI module (or
layer) 199 that forwards the request to a RAID (redundant
array of independent disks) module (or layer) 197 for reading
and writing data to SSDs 148A-148N. The terms local and
parent LUNs are described below with respect to FIG. 3. In
one embodiment, the SCSI module 199 is a low level, storage
module executed by processor 130 and accepts TPBs from TP
module 194 for reading and writing data to the SSDs 148 A-
148N (FIG. 1B). The RAID module 197 may also be executed
by processor 130.

The RAID module 197 also interfaces with a storage driver
195 shown as SATA Module 195. The SATA driver 195 is
used for managing and interfacing with SATA controllers (for
example, memory controller 142). The SATA driver 195
interfaces with the memory controller of the SSDs for reading
and writing data. The SATA driver 195 also implements vari-
ous IOCTLs that are used by the bridge application module
190 for exchanging parameters. The embodiments described
herein are not limited to SATA drivers and any other storage
driver depending on the storage interface may be used to
implement the adaptive embodiments. In one embodiment,
the SCSI module 199, the RAID module 197 and the SATA
driver 195 are not provided in conventional HBAs because
unlike ISA 114 conventional HBAs do not provide access to
local SSDs.

Ifa TPBreceived by the TP module 194 is for a parent LUN
then it is forwarded to the DM module 196. The DM module
196 clones the TPB and generates a TPB for a remote LUN,
when the TPB is for a write operation. The DM module 196
also creates an entry for a dirty region log (DRL) 187. A link
or reference to the DRL 187 is added to the cloned TPB. The
cloned TPBs are queued to the bridge application module 190
for routing to a cluster module (or layer) 192 that is described
below in detail. The DM module 190 may also be used to
transform the TPB for the parent LUN into a TPB for a local
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LUN. In that case, the TPB is queued for the bridge applica-
tion module 190 so that it can be sent to the TP module 194.

The DRL 187 is a data structure that is used to track
changes to storage blocks at a first storage location, after
storage blocks have been migrated from the first storage loca-
tion to a second storage location. For example, assume that
information stored at storage blocks B1-B5 is being migrated
from a first storage location to a second storage location. Each
storage location may have its own ISA 114 for managing 1/0
requests. While the data is being migrated, a request to write
to block B1 is received by the ISA 114 that is interfacing with
a hot system. The ISA 114 creates an entry for block B1 to
indicate that it has been changed such that after the migration,
the information at block B1 is updated and then migrated to
the second storage location.

In one embodiment, system 161 also includes a cache
module (may also be referred to as cache layer) 177 that is
used to manage a cache for SAN LUNSs based on storage
space at storage devices 124A-124N. SAN LUNs maybe
configured to use a cache at local storage 148 A-148N as Read
only, Read Write Through or Read Write Back. The cache
module 177 receives TPBs from the Bridge application mod-
ule 190. In the case of a read request, if the cache module 177
determines that the requested data is available in a local
cache, it will retrieve the data from the cache either from ISA
memory or from local SSDs using the SCSI module (or SCSI
transport) 199 and complete the request by transferring data
back to either the requesting host system or another ISA 114
depending on where the request was originated.

If'the cache module 177 determines that there is partial data
in the cache or no data at the local cache it will request data
from the SAN LUN using a transport driver 198. In one
embodiment, transport driver 198 may be a FC driver, when
FC is used as the protocol for communicating with FC based
storage devices for reading and writing data. The term FC
driver and transport driver are used interchangeably through-
out this specification. The FC driver 198 is executed by pro-
cessor 130 and implements IOCTLs that are used by bridge
application module 190 for getting and sending parameters to
storage protocol controller 128. The FC driver 198 may also
receive TPBs from cluster module 192 for reading and writ-
ing data, as described below. It may decide to pre-fetch more
data from the SAN LUN based on caching parameters estab-
lished when the cache was configured for the SAN LUN. The
FC driver 198 interfaces with the storage protocol controller
128 to access SAN-based storage and to communicate with
other ISAs. In conventional adapters, a module like the FC
driver 198 is not implemented because that functionality is
typically provided at the host computing system level i.e. the
FC driver is executed at the host system instead.

In one embodiment, the cluster communication module (or
layer) 192 communicates with the bridge application module
190 for sending and receiving TPBs between ISAs 114 within
a cluster. In one embodiment, a cluster has at least two ISAs
114. The cluster module 192 creates a vendor unique CDB
(VU CDB) to communicate an original CDB and DRI 187
information for a peer ISA 114, as described below in detail.

System 161 includes an initialization module (or layer)
188. This module is used to start ISA 114 modules by loading
various ISA 114 drivers and starts various threads.

FIG. 2A shows a process 201 for configuring a cache size
for a local cache LUN based on storage space at SSDs 148 A-
148N, according to one embodiment. The cache LUN can be
configured to cache information that is stored at a SAN LUN
or to mirror data that is stored at another LUN managed by
another ISA, as described below in detail. The cache LUN
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may be configured such that it is not visible to a host com-
puting system and instead is managed by the caching module
177.

The process begins in block B203, when an ISA (for
example, 114D (FIG. 1E)) and the local SSDs 148 A-148N are
operational. The process may be performed at the manage-
ment console 118 using management application 117. In
block B203, a user interface, for example, a graphical user
interface or a command line interface is displayed at a display
device for configuring the local cache LUN. In block B205,
using management application 117, a size for the cache LUN
is selected. In block B207, ISA 114A creates the cache LUN
based on storage space that may be available at SSDs 148 A-
148N. The LUN is assigned to the caching module 177 that
has been described above.

In block B209, cache LUN information is saved at a loca-
tion accessible to the ISA 114 using the persistence module
193. In one embodiment, the LUN information may be stored
as a data structure 193A at a local SSD, local non-volatile
memory 138 or any other location. In one embodiment, the
LUN information data structure 193 A may be used to specify
LUN parameters, i.e. whether the LUN is a read cache, a write
cache, a mirror cache or a read/write cache. A read cache is
used only for reading data, the write cache is used for writing
data and the read-write cache can be used for both. The mirror
cache is used to cache data stored at another LUN (for
example, another cache LUN managed by a peer ISA). The
data structure may also store a LUN address, information
regarding the device type from which the LUN is created on,
LUN size (for example, in logical address blocks (LBAs),
LUN identifier to identify the LUN and any operations that
can be performed on the LUN for example, “getting LUN
status, updating LUN parameters and others.

FIG. 2B shows a process flow 200 for configuring a SAN
LUN based on storage space at storage devices 124A-124N
that are accessible via a SAN, according to one embodiment.
The process starts in block B202 when management console
118 is initialized and operational. One or more of ISAs 114D-
11F (FIG. 1E) is also operational. A graphical user interface
(GUI) or a command line interface (CLI) is presented on a
display device (not shown) by the management console 118.
In one embodiment, the display device may be integrated with
management console 118 or operate as a separate device. The
management application 117 maintains data structures (for
example, as part of configuration data structure 117A) for
storing information regarding SAN LUNs. The LUN infor-
mation may be similar to the LUN information that is stored
in data structure 193 A, described above.

In block B204, management application 117 presents a list
of LUNSs to the user and the user may select a SAN LUN from
among the among the plurality of SAN LUNSs based on stor-
age space at storage devices 124A-124N. The LUN may be
configured to operate as a boot LUN; SAN mirror LUN or any
other LUN type.

Inblock B206, LUN attributes and caching parameters are
assigned to the LUN. The caching parameters are to enable a
read cache, a write cache or a read/write cache for the SAN
LUN. The cache for the SAN LUN in this context is a cache
LUN thatis configured based on storage space at SSDs 148 A-
148N described above. The caching parameters are also
stored at a memory storage location at the ISA, for example,
memory 138 or at SSDs 148A-148N. The caching parameters
may also be a part of LUN information data structure 193A.
The LUN attributes information (for example, LUN identi-
fier, size, permissions, identity of the LUN owner and any
other information) is also saved by the ISA at a local storage
location. In block B208, the SAN LUN configuration infor-
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mation is shared with other ISAs that are members of a
cluster. Details regarding creating a cluster and cluster man-
agement are provided below. In one embodiment, by config-
uring and setting the caching parameters, local SSDs man-
aged by ISAs can be used to cache information stored at SAN
LUN:s, as described below in detail.

FIG. 2C shows a process 211 for provisioning a data LUN
based on storage space at local SSDs 148A-148N. The data
LUNss are used for storing information based on I/O requests
and may be a local LUN for a computing system interfacing
with an ISA (for example, 102A and ISA 114A) or presented
as a SAN LUN that other host computing system can access
and use. Thus, local SSDs 148 A-148N connected across mul-
tiple ISAs can be used as a single pool of storage, according
to one embodiment.

Process 211 starts in block B213 when management con-
sole 118 is initialized and operational. One or more of ISAs
114D-114F (FIG. 1E) is also operational. A graphical user
interface (GUI) or a command line interface (CLI) is pre-
sented on a display device (not shown) by the management
console 118.

Inblock B215, a data LUN is created using storage space at
local SSDs 148A-148N. A size is assigned to the data LUN. In
block B217, optionally, a second ISA within a cluster is
selected to create a mirror of the data LUN created in block
B215. An example of mirror LUNs 301A and 301B is shown
in FIG. 3 that is described below in detail. In block B219, the
data LUN created from the local SSDs 148A-148N can be
presented as SAN storage to various server nodes or just as
local storage to the computing system that is coupled to the
ISA. Information regarding the data LUN is stored at LUN
information data structure 193A. In one embodiment, when
configured for SAN storage, the data LUN allows multiple
applications/computing systems to share a SSD. Details
regarding block B219 are provided below with respect to FI1G.
2F.

FIG. 2D shows a process 208 for handling write 1/O
requests using ISA 114, according to one embodiment. The
process starts in block B210 when a computing system
executing application 105 is operational with ISA 114. In
block B212, a client request 212 is received to write data. The
client request may be generated by application 105 executed
by a processor. The client request is provided to the I/O
handler 168 that generates IOCB 176 A for the write request.
The IOCB is provided to adapter driver 172 and then for-
warded to endpoint driver 180. The client write request may
also be received from another ISA using FC Driver 198. A
TRB associated with the write request is generated and pro-
vided to the bridge application module 190.

In block B214, the bridge application module 190 deter-
mines how to write data. The various write options will
depend on how the LUN/SSD storage affected by the write
operation has been configured. Bridge application module
190 may use one or more data structures to determine how the
write operation may be executed. For example, LUN infor-
mation data structure 193 A may be used to determine how a
LUN addressed in the write request has been configured. The
various LUN configurations have been described above. The
various options for writing data are shown as 216A-216E,
according to one embodiment and are described below.

In block B216 A, data is only written at a SAN-based stor-
age, for example, 124 A-124N. This will depend on the con-
figuration settings for a specific SAN LUN and/or server
nodes i.e. when a LUN is configured simply as a SAN LUN
then data is not cached. ISA 114 determines this by accessing
LUN configuration information, for example, LUN informa-
tion data structure 193A. To write data to SAN storage, the
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bridge application module 190 generates TPBs for the TRB
and provides the TPBs to FC driver 198. The FC driver 198
then communicates with storage protocol controller 128 to
send a write request via ports 126 A-126B. In this configura-
tion, ISA 114 provides host bus adapter functionality.

In block B216B, data is written at an SSD (148A-148N)
and also mirrored immediately ata SAN-based storage 124 A-
124N and/or another cache LUN. As mentioned above, this
method is referred to as “Write Through” caching. For this
option, bridge application module 190 provides the TPBs to
TP module 194 and the cluster module 177. The TP module
194 manages the write operation to a cache LUN created from
one or more of SSDs 148A-148N, while the cache module
177 also interfaces with the FC driver 198 such that data can
be mirrored at SAN storage (and/or another cache LUN) at
the same time. In one embodiment, cache data structures are
maintained by ISA 114 to track completion of write requests.
The cache data structures are updated to reflect that data is
present at the local cache, once the write operation is success-
fully completed. A completion to the write request is posted
after data has been written to both the local cache and the
SAN-based storage. If the write request fails to write to the
SAN LUN, then the IO request is marked as failed and a status
is returned to the requestor that may either be a local adapter
driver 172 or another ISA in a different host system through
FC (transport driver) 198. If the write operation was success-
ful to write to the SAN LUN but failed at cache module 177,
then the IO status may still be marked as successful, while the
datarelated to the I/O request is marked as invalid for the local
cache segment.

In block B216C, data is written to an SSD accessible via
ISA and then mirrored at SAN-based storage at a later time.
This write operation as mentioned above may be referred to as
“Write Back.” A “Write Back” cache LUN can be configured
as a non-mirror or mirror LUN. In case of a mirror cache
LUN, write data resides in a local SSD and also at another
SSD ofa peer ISA within a cluster. For the Write Back option,
the bridge application module 190 provides the TPBs to the
cache module 177. The cache module 177 manages this write
operation using TP module 194 at one or more of SSDs
148A-148N. In case of a mirror Write Back cache, cache
module 177 will also send data to the peer ISA using the FC
driver 198 such that data can be mirrored on another ISA at
the same time. The DRL 187 is used to track the mirroring
operation. Entries at DRL 187 are updated such that any
changes to blocks at SSDs can be mirrored at SAN storage
124 A-124N (and/or peer mirror LUN at another ISA). Using
DRL 187, cache module 177 may send data to the SAN
storage using FC driver (transport driver) 198 at a later time.

In block B216D, data is only written to a SSD data LUN
created from local SSDs 148A-148N described above. For
this option, the bridge application module 190 provides the
TPBs to TP module 194. The TP module 194 manages the
write operation at one or more of SSDs 148 A-148N via the
SCSI module 199. RAID module 197 and the SATA driver
195.

In block B216E, data is only written to a SSD data LUN
(for example, a parent LUN 300, FIG. 3). Data is also mir-
rored across two ISAs using SSDs 148A-148N at a local ISA
(for example, 114D) and at peer ISA nodes (for example,
114E and 114F). For this option, the bridge application mod-
ule 190 provides the TPBs to TP module 194. The TP module
194 manages the write operation on a local child LUN, for
example, 301A (FIG. 3). TP module 194 manages the write to
the child LUN configured using one or more of SSDs 148 A-
148N via the SCSI module 199, RAID module 197 and the
SATA driver 195. The write command to mirror data is sent to
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the peer ISA (for example, 114E and/or 114F) via FC driver
118. The peer ISA then stores the data at its local LUN (for
example, 301B).

Thereafter, in block B218, the write request is completed
and a status is sent to a client. In one embodiment, bridge
application module 190 provides a completion block to the
endpoint driver 180. The endpoint driver 180 then prepares an
1/0 status block 176B that is sent to the adapter driver 172.

FIG. 2E shows a process 220 for handling read requests,
according to one embodiment. The process begins in block
B222 when a computing system executing the application
105 is operational with ISA 114. In block B224, a client
request is received to read data. The client request may be
generated by the application 105 executed by a processor. The
client request is provided to the [/O handler 168 that generates
IOCB 176A for the read request. The IOCB is provided to
adapter driver 172 and then forwarded to endpoint driver 180.
A TRB associated with the read request is generated and
provided to the bridge application module 190. The read
request is processed based on LUN configuration information
stored at LUN information data structure 193 A. For example,
if the read request is for a SAN LUN without using local
caching, then it is processed in block B226A. Ifthe SANLUN
is cached, then the request is processed in block B226B.
When the data is at a local SSD data LUN, then the read
request is processed in block B226C. Bridge application
module 190 determines whether the read request is for a SAN
LUN with disabled caching, enabled caching or a local data
LUN using LUN information data structure 193A.

In block B226A, the bridge application module 190 sends
TPBs to the FC driver 198 that sends the read request to the
SAN LUN for processing via the storage protocol controller
128. In this embodiment, ISA 114 operates as a host bus
adapter.

In block B226B, the bridge application module 190 for-
wards the request to cache module 177. The cache module
177 determines if all the requested data is in the local cache
(for example, SSD 148A-148N) that is assigned as a local
cache LUN for the SAN LUN. If the local cache has all the
data, then the cache module 177 retrieves the data from SSDs
148A-148N. When all the requested data is not available at
the local cache, then the cache module 177 requests the data
from the SAN LUN using FC driver 198. In this instance data
is retrieved from storage devices 124 A-124N.

If the bridge application module 190 determines that the
request is directed to a data LUN based on storage space at
SSDs 148 A-148N, then in block B226C, the request is for-
warded to the TP Module 194 so that data can be obtained
using SCSI module 199 and the SATA driver 195. In block
B228, the data from the appropriate location is obtained and
provided to the client (for example, application 105).

FIG. 2F shows details of block B219 of FIG. 2C that allows
a SSD of ISA 114 to be used as SAN storage via a SAN
connection, according to one embodiment. The process
begins in block B219A. In block B219B, a user interface is
presented on a display device. In one embodiment, manage-
ment application 117 presents the user interface on a display
device.

In block B219C, an administrator selects an “initiator”
from among a plurality ofinitiators. The term initiator as used
herein means a computing system or device that will have
access to storage space via a SAN connection using one of
ports 126 A-126N. For example, as shown in FIG. 1E, host
system 102B with ISA 114E may be the initiator.

In block B219D, the initiator is associated with a LUN that
is based on storage space at a SSD. For example, the SSD
LUN may be for an SSD at ISA 114D of host system 102A,
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while the initiator may be host system 102B. In block B219E,
the configuration information (for example, 193A) that
allows host system 102B to use the SSD at ISA 114 of host
system 102A may be stored at a memory location of ISA
114D/114E of both the host systems.

In one embodiment, a DAS based SSD becomes accessible
as SAN storage because ISA 114 includes a storage protocol
controller and a SSD. Thus a server can not only have a SSD
for local applications but can also make local storage space
available to other servers.

FIG. 2G shows a process 230 for handling an in-band
management command, according to one embodiment. The
term in-band management command means a management
command that is sent using a same transport driver, for
example, Fibre Channel driver 198. A management command
may be sent by an application/host driver to obtain status
information or to set a parameter at ISA 114. The nature and
type of management command may vary based on different
operating environments. The embodiments disclosed herein
are not limited to any particular type of managements com-
mand.

API calls (or requests) typically have a function code and
input parameters. A response to a request may include status
and output parameters. Both input and output parameters can
be of relatively large size. Typically, a SCSI command
includes a relatively small size CDB (e.g. 16 bytes). This may
not be enough to describe large input parameters. SCSI Pay-
load can be large and of any size. SCSI command sequence
typically has data flowing in one direction i.e. either data is
“Read or “Written.” Management applications typically oper-
ate at a higher level than SCSI transport layers (e.g. FC,
iSCSI, FCoE or other transport layers). Thus here is a need for
a method for using a SCSI transport for large size input and
output parameters that are managed by an application without
having to rewrite lower level drivers/code. Process 230
described below provides an example of solving this chal-
lenge.

The process begins in block B232 when application 105
executed by a host computing system generates a requestor a
management command. The request may be received by API
handler 170. The application 105 may be executed by a local
host system coupled to ISA 114 or from an application
executed by a peer host within a cluster. In block B234, an
indicator is provided in an API command block (for example,
174A) to indicate that the command block includes a man-
agement command. The indicator is provided by API handler
170 based on the request from the application or adapter
driver 172.

In block B236, the sender/requestor identifier is provided
to the ISA 114. In one embodiment, APICB 174A includes
the requestor’s identity information. Once APICB 174A is
received by ISA 114, the endpoint driver 180 allocates an
ACB for the APICB 174 A and provides the ACB to ISA API
handler 184. The ISA API handler 184 then forwards a control
command to bridge application module 190. The bridge
application module 190 then allocates a TRB/TPB for the
ACB and sends a request to obtain the payload for the APICB
174 A. If the payload is to be obtained from another ISA in a
cluster, then the FC driver 198 may be used to obtain the
payload via the storage protocol controller 128.

In block B238, the requestor sends an input parameter for
the payload APICB 174A. In one embodiment, the input
parameter may be received by endpoint driver 180 and then
passed to ISA APl handler 184. In another embodiment, input
parameters may be received by the FC driver 198 as SCSI data
and then passed to ISA API handler 184.
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In block B240A, the responder responds with status if no
output parameters are requested. If an output parameter is
requested, then in block B240B, output parameters are sent
using a separate SCSI command “CDB” that includes a
response handle received in the original request. Thus a single
API call that has a large size input and output parameter is
executed using two SCSI commands, one from the requestor
to send the input parameters and the second from the
responder with output parameters. The responder in this con-
text can be the ISA API handler 184 that manages the
response from different modules within ISA 114.

FIG. 3 shows an example of a parent LUN 300 that is
shared between two host systems 102A and 102B having
ISAs 114D and 114E. The parent LUN 300 is presented to
host systems 102A and 102B may include a LUN 301A that
is based on storage space at SSD 148A-148N managed by
ISA 114D and LUN 301B based on storage space at SSD
148A-148N managed by ISA 114E. If the parent LUN is
configured for mirroring, then any data written by either host
system is stored at LUN 301A and also mirrored at LUN
301B (i.e. the remote SSD for host system 102A). In case
parent LUN 300 is not configured as a “Mirror LUN,” then
LUNs 301A and 301B may operate as two segments of the
parent LUN 300. In that instance, the size of the parent LUN
300 is equal to the size of 301 A and the size of 301B.

FIG. 4A shows a block diagram of a detailed process 400
for handling IOCBs issued by a host system 102A, according
to one embodiment. The process begins in block B402, when
application 105 executed by processor 104 sends an 1/O
request to adapter driver 172. The request may be to read or
write information.

Based on the I/O request, in block B404, an IOCB 176 A is
generated by /O handler 168. The IOCB provides the identity
of'the requestor, the type of operationi.e. read or write, and at
least the logical address of where data may need to be stored
or read from.

In block B406, endpoint driver 180 detects that the IOCB
176A has been added to a request queue maintained at host
memory 106. The IOCB is then copied via a DMA operation
to a memory location at memory 132 maintained by ISA 114.
Inblock B408, a TRB is allocated by the endpoint driver 180.
Information from the IOCB 176 A is copied to the allocated
TRB and the TRB is then provided to the bridge application
module 190.

In block B410, the bridge application module 190 detects
the TRB at an inbound queue (not shown) for the bridge
application module 190. The queue is maintained by ISA 114
at a memory location. The bridge application module 190
allocates one or more TPBs to the TRB, if the TRB is valid.
The TPBs are then queued for the appropriate module, as
described below in detail. If the command is invalid, it is
returned to the adapter driver 172.

In block B412, based on the TRB, the TPBs are processed
by the appropriate module, for example, the cache module
177, the TP module 194 and/or the DM module 196. The
following describes how the TPBs can be processed, depend-
ing on the TPB type and the storage (i.e. local SSD storage
148A-148N and/or SAN-based storage 124A-124N) that is
affected by the TPB to either read or write data.

When the TPB is meant for the TP module 194, the TP
module 194 determines if the target of the TPB is a local
storage device (for example, SSD 148A-148N) or a parent
LUN 300 (FIG. 3) configured as a mirror LUN. When the
target is a parent LUN, then TPB module 194 generates a
modified TPB (may be referred to as TPB_A) that is based on
the received TPB. TPB_A is targeted to a local storage LUN
301A and TPB_B is targeted to the remote storage LUN
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301B. Based on original request for the parent LUN, a DRL
entry is generated as “temporary” DRL entry for the DRL
187. TPB_B targeted to remote LUN 301B is provided to FC
driver 198 to send the request to the peer ISA114E via storage
protocol controller 128. TPB_B is marked complete by the
FC Driver 198 either by receiving a completion from
ISA114E or being aborted by FC driver 198. Upon successful
completion of TPB_A and TPB-B, the associated DRL entry
(marked as temporary) is deleted from the DRL 187. If either
TPB_A or TPB_B failed, the DRL entry is saved as a perma-
nent DRL entry and data in this region may be duplicated at a
later time. When a permanent DRL entry is created, the mirror
operation is marked as being in a fractured state. Using the
permanent DRL entry, the fractured mirror operation can be
restored at a later time.

When the TPB is for local storage, then TP module 194
provides the TPB_A to the RAID module 197. The RAID
module 197 processes the TPB_A and creates the appropriate
storage operations to store the data to local storage. The data
is written at local storage and the RAID module 197 updates
TPB_A to indicate that data has been written.

Inblock B414, the endpoint driver 180 is notified when the
TRB processing is complete. Endpoint driver 180 generates a
status block (176B) for the adapter driver 172. Thereafter, the
process ends.

In one embodiment, two ISAs communicate with each
other using SCSI based CDBs to perform house-keeping
operations like exchanging heartbeat or communicating
when data is flushed in case of a Write Back operation
described above with respect to block B216C in FIG. 2D. The
messages are exchanged using SCSI CDBs and payload.

FIG. 4B shows a process 416 for processing a CDB involv-
ing a Write Back operation, according to one embodiment. As
explained above, the Write Back operation is used to mirror
data that may be written at a local cache LUN. For example,
with respect to FIG. 3, assume that adapter 114D is a primary
owner of the parent LUN 300 and cache LUN 301A is to be
mirrored at LUN 301B managed by ISA 1141E.

When data is written to LUN 301A, it is later mirrored at
LUN 301B and written to a SAN LUN (not shown in FIG. 3).
ADRL entry for DRL 187 is created by ISA 114D to track the
write operation. The DRL entry include a SAN LUN index
(i.e. alisting of SAN LUNs where the data is written to from
cache LUN 301A), starting LBA and size of a dirty block
within the cache LUN 301A and the location of the dirty
block at the local SSD (148 A-148N). ISA 114D notifies ISA
114E of the DRL entry so that ISA 114E is aware of the data
that is written to cache LUN 301A.

After data is written to cache 301A, each cache 301A entry
includes the number of DRL entries that are created for the
cache entry. ISA 114D periodically flushes data from the dirty
cache entry of cache LUN 301A to a SAN LUN by using a
DRL list that provides ISA 114D with a list of DRL entries.
After the cache entry is flushed and all DRL entries associated
with the cache entry are accounted for, the primary ISA 114D
notifies ISA114E by sending an in-band message. The mes-
sage contains the SAN LUN ID and L.BA range that has been
flushed. In one embodiment, ISA 114D uses a VU CDB with
a payload to indicate that a specific cache entry is now clean
is created by the cache module 177 at the ISA 114D. The term
“clean” as used herein means that data for the cache entry has
been written (or flushed) to a SAN LUN or another location.
The VU CDB is sent to ISA 114E via storage protocol con-
troller 128.

The process 416 begins when ISA 114D wants to notify
ISA114E that a cache entry for cache LUN 301 is clean. ISA
114D prepares a CDB for the notification. The CDB is based
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onaTRB that is provided to FC driver 198. The FC driver 198
provides the CDB to the storage protocol controller 128 that
sends the CDB to ISA 114E in block B420.

ISA 114E receives the CDB in block B422. The CDB is
then provided to the cache module 177 of ISA 114E.

In block B424, cache module 177 at ISA 114E that tracks
dirty entries of ISA 114D marks the cache entry for cache
LUN 301A as clean and removes any associated DRL 187
entries. Thereafter, in block B426, the cache module 177
prepares a completion message and provides the completion
message to FC driver 198. The FC driver 198 then sends the
completion message via storage protocol controller 128 to
ISA 114D.

FIG. 4C shows a process 430 for processing a write CDB
received from a peer ISA node, for example, ISA 114E
receives a write CDB from ISA 114D for a Write back opera-
tion. In block B432, the CDB is received by storage protocol
controller 128 and passed on to the FC driver 198. In block
B434, the FC driver 198 generates a TRB for the CDB and
provides the TRB to the bridge application module 190. In
block B436, the bridge application module 190 allocates a
TPB for the TRB and requests the FC driver 198 to obtain the
data for the CDB.

In block B438, the FC driver 198 interfaces with the stor-
age protocol controller 128 to obtain the data for the CDB. For
example, the storage protocol controller 128 sends a transfer
ready command to the peer ISA 114D. The peer ISA 114D
then sends the data for the CDB.

Inblock B440, the bridge application module 190 sends the
TPB to the TP module 194. In block B442, the TP module 194
queues the data for the TPB for the RAID module 197 that
communicates with the SCSI module 199 to store the data at
a local storage location, for example, SSD 148A-148N. After
the data is stored, in block B444, TP module 194 provides the
TPB back to the bridge application module 190. The TRB
processing is completed in block B446 and the FC driver 198
is notified. In block B448, the FC driver 198 communicates
with the storage protocol controller 128 to send a completion
status block for the CDB. Thereafter, the storage protocol
controller 128 sends out a completion status block (for
example, a FCP_RSP_IU with a SCSI status) to the peer
node.

FIG. 5A shows a system 501 having a plurality of ISAs
500, 502, 504, 506 and 508, similar to ISA 114 that has been
described above in detail. Each ISA may have a plurality of
ports, for example, ISA 500 has ports 500A/500B. ISA 502
has ports 502A/502B. ISA 504 has port 504A/504B, ISA 506
has ports 506A/506B and ISA 508 has ports 508A/508B
similar to ports 126A-126B (FIG. 1B). The ports at each ISA
are controlled by the storage protocol controller 128 that has
been described above. The various ISAs are operationally
coupled to a switch 510 (similar to switch 160, FIG. 1E)
having a plurality of ports 512A-5121. Switch 510 may be a
Fibre Channel Fabric switch or any other switch type. Man-
agement console 118 executing management application 117
may be used to configure the various ISAs to operate within
one or more cluster.

In one embodiment, the term cluster, as used herein means,
a logical entity that has members who are permitted to share
resources with each other. The nature of the permissions may
be customized by an administrator based on policies that are
set for an organization. As an example, ISA 500, 502 and 504
may be configured to operate as members of a cluster 514,
while ISAs 506 and 508 may be members of cluster 515. The
process for creating a cluster and permitting cluster based
communication via cluster module 192 (FIG. 1F) are now
described below.
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FIG. 5B shows a process 516 for configuring a cluster, for
example, 514, having a plurality of ISAs, according to one
embodiment. The process begins in block B518, when an
interface for management application 117 is displayed on a
display device. The display may be a part of management
application 117 or may call into the management interface
117. The interface may be GUI based or a CLI (command line
interface).

In block B520, one or more zones may be created. A zone
includes ports that are permitted to communicate with each
other. Zoning processes may be provided by protocol/stan-
dards, for example, Fibre Channel. In one embodiment,
switch 510 stores zoning data at each switch port. This allows
switch ports to accept frames or reject frames based on
whether frame destinations are permitted for a specific zone.

In block B522, the management application 117 obtains
configuration information regarding the ISAs. The configu-
ration information may include unique identifiers for the ISA
(for example, world-wide node number (WWNN) and world-
wide port identifier information), protocols that are supported
by the ISAs and any other information type.

In block B524, the management application 117 defines a
cluster identified by a unique identifier or a cluster key and the
cluster type. The cluster type may vary based on the operating
system used by the various computing systems within a clus-
ter. Examples of some cluster types are Microsoft Windows
cluster (MSCS) provided by the Microsoft Corporation, a
VMWare Cluster provided by the VMWare Corporation, an
Oracle RAC cluster provided by the Oracle Corporation and
others. The embodiments herein are not limited to any par-
ticular cluster type. The uniquely identified ISAs within a
cluster are also identified by a cluster member identifier (Id).
The cluster member ID may be based on the least significant
bytes of a MAC (media access control) address that is used to
generate the WWNN. The embodiments disclosed herein are
not limited to any particular type or format that is used to
generate the cluster key or the cluster member Id.

Since each cluster has more than one ISA, the management
application 117, in block B526 identifies a cluster master and
a secondary master, in case the primary master goes down for
any reason. The primary cluster master operates as an “arbi-
ter” among the ISAs in case there is any conflict between the
member ISAs.

In block B528, all the cluster members are notified and the
cluster information is stored. In one embodiment, the cluster
information, namely, cluster ID, cluster member Ids and clus-
ter member status is stored in configuration data structure
117A. The member ISAs store the cluster information as
cluster data 192A. The cluster module or any other module is
able to use cluster data 192A to facilitate cluster communi-
cation.

FIG. 5C shows a process 530 for initializing communica-
tion between two cluster ISAs, according to one embodiment.
The process begins in block B532, when an ISA, for example,
500 initiates communication with another cluster member,
for example, 502 of cluster 514 (FIG. 5A). In one embodi-
ment, the login process may be prescribed by the protocol that
may be used between the ISAs. For example, if port 500A
operates as a Fibre Channel port, then the port initiates a
PLOGI, aport login procedure provided by the Fibre Channel
standards. If the port is operating as an iSCSI port, then the
port uses iSCSI login procedures. To initiate contact, port
500A sends a packet with its own cluster member ID and the
cluster key.

Inblock B534, the receiving ISA, for example, 502 verifies
if the cluster ID and the cluster member Id matches with the
cluster information stored as 192A. If there is no match, the
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ISA 502 sends a reject message in block B536. If the infor-
mation matches, then in block B538, ISA 502 sends an accept
response and updates the data structure 192A to indicate that
communication with ISA 500 i.e. the peer ISA has been
established.

In one embodiment, a VUCDB format is provided for
sending messages among cluster members and for perform-
ing in-band managementusing a transport driver 198 and
storage protocol controller 128 described below. The follow-
ing table provides an example of the CDB format. The first
column provides a byte offset, the second provides the field
for byte offset, and the third column describes the field. The
various bytes/format for the VU CDB are provided below.

TABLE I
Byte
Offset (h) Field Description
0 OpCode Operation Code
1-4 Vendor Tag Identifies the CDB as a VU CDB
5 Version Identifies the version of a CDB format
6-7 Service Action  Service Action Code to be performed
Code embedded in theCDB
8-B Data Length Amount of data to be transferred (in bytes)
C-F Handle Uniquely identifies the CDB

Byte 0 of the VU CDB may have an OpCode 0xCl1.
OpCode 0xC1 may be interpreted as a command directed to a
Controller LUN or LUNSs accessible by a given Initiator.

Byte 1 through 4 may be used to provide a vendor signa-
ture, for example, a signature to identify the vendor providing
the ISA or the ISA itself. Byte 1 may include the most sig-
nificant bit (MSB) of the signature and Byte 3 may be used to
include the least significant bit (LSB) of the signature. Hexa-
decimal value of each character is stored in the CDB.

Byte 5 of the VU CDB indicates a version level. The
version level is used to interpret the payload.

Bytes 6-7 include a Service Action Code that are used to
interpret the type of action that needs to be performed for a
CDB payload specified in bytes 8-11 of the CDB. Table 11
below provides an example of various service action codes
that may be embedded in a VU CDB.

TABLE II

Opode (h) Description

1 Write type, in-band-management, “GET” type command to
obtain information. “Sense Data” returned by the ISA.

2 Write type, in-band management “SET” type command for
setting a parameter or feature.

3 Response Data with a same handle value that was received
in a GET command.

4 Cluster Member Communication - Request. “Sense Data”
returned by the ISA and includes a Flag and Handle.

5 Heart Beat message between Cluster Members to deter-
mine if other member is on-line.

6 Cluster Member Communication - Response

7-0xFFFF Reserved

Sense data may be used to provide response codes. For
example, sense data may include a vendor tag for identifying
the vendor (or the ISA), a status code, a flag, a handle and any
other information. In one embodiment, the handle may be the
same as the one received with the CDB.

FIG. 5D shows a process 540 for processing a “heartbeat”
CDB, according to one embodiment. The heartbeat CDB is
used to ascertain if another cluster member (ISA) is operating
and on-line. The process begins in block B542, when a vendor
unique heartbeat CDB is received by an ISA (for example,
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ISA 500) from a remote peer (for example, ISA 502). In one
embodiment, the heartbeat CDB may be received by storage
protocol controller 128 as an embedded Fibre Channel
packet. The packet is passed to the FC driver 198 (or a trans-
port driver, when a different protocol is used). In block B544,
the FC driver 198 generates a TRB for the heart beat CDB.
The TRB is then provided to bridge application module 190.

In block B546, the bridge application module 190 then
generates a TPB for the TRB. The bridge application module
190 requests the FC driver 190 to fetch the payload for the
CDB. The FC driver 190 obtains the CDB via storage proto-
col controller 128. For example, storage protocol controller
198 may send a FCP_XFER_IU command to the remote ISA
and the storage protocol controller at the remote ISA then
sends the payload to the local ISA (in this example, ISA 500).
When all the data is received, the FC driver 198 provides the
data to the bridge application module 190.

In block B548, the bridge application module 190 pro-
cesses the TPB for the payload and provides the processed
TPB to cluster module 192. Based on the TPB, the cluster
module 192 generates a remote message (RMSG) for the
remote ISA. In one embodiment, the cluster module 192
maintains a heartbeat thread 192B with a data structure. The
data structure maintains information regarding peer ISAs of a
cluster that are available or unavailable. In another embodi-
ment, the heartbeat thread 192B may be a part of cluster
information structure 192A.

In block B552, the heartbeat thread 192B is updated to
indicate that the remote ISA that sent the CDB is alive. The
heartbeat thread 192B also updates DRL 187 entries that may
have been completed by the remote ISA and removes those
entries from the DRL 187. Thereafter, the TPB associated
with the RMSG is queued back to bridge application module
190. The bridge application module 190 processes the TPB
and notifies the FC driver 198.

In block B554, the FC driver 198 notifies the storage pro-
tocol controller 128 to return a status to the remote peer. The
storage protocol controller 128 sends a response back, for
example, a FCP_RSP_IU to the remote peer. Thereafter, the
heartbeat CDB processing is completed.

FIG. 5E shows a process for maintaining cache coherency
in a cluster environment 501 of FIG. 5A. Cache coherency is
needed because in a cluster environment, if multiple comput-
ing systems can access the same storage space, then one has
to ensure that the data that is being provided to a computing
system is the latest data at a storage location. For example, a
computing system of ISA 500 and a computing system of [SA
502 may share a LUN. Each ISA may also use the local SSD
as a cache providing data to the computing system. Because
each computing system may write data to the SAN indepen-
dently, cache coherency has to be maintained such that the
latest data is provided when requested by the computing
systems.

To ensure cache coherency and to reduce the number of
messages needed to keep data synchronized amongst mul-
tiple members of the cluster, a cache region is defined at a
LUN level. This means that a LUN is cached by a single (two
in case of a Mirror Write Back cache) ISA 500. In another
embodiment, a cache region may be defined as a part of the
LUN. When a user assigns the cache ownership to an ISA
using management application, using in-band management
process as described above, cache ownership is communi-
cated to all ISA members (500, 502, 504 in FIG. 5A). This
information is kept current and managed by the cluster master
defined in step B526. As described below in detail, process
556 and 570 ensure cache coherency among the various ISAs
of FIG. 5A.
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Process 556 begins in block B558 when a cluster, for
example, 514 is operational. In block B560, an I/O request is
received by a first ISA, for example, 500 to write data to a
storage location. The 1/O request specifies the LUN, the
amount of data that is to be written and other information.
Based on the 1/0O request, the first ISA determines if it is the
“cache owner” for the specified LUN. The cache owner is
assigned during a LUN configuration operation using a man-
agement application. The cache ownership designates a par-
ticular ISA to write to a given LUN. This ensures that only one
ISA has authority to manage write operations to a designated
LUN. The LUN ownership information may be stored as part
of a configuration data structure in memory 132/138 or any
other location. Processor 130 is able to read the data structure
and determine if it is the LUN owner.

If the first ISA is the LUN owner, then in block B564, the
data may be cached at the local SSD and stored at a SAN-
based storage device, as described above. If the first ISA is not
the LUN owner, then in block B566, the first ISA determines
who the LUN owner may be. This information may also be
stored at the first ISA when the cluster is configured. The
information may be stored at memory 132/138 or any other
location. The configuration may include LUN attributes
including identity ofa LUN owner i.e. identity of the ISA who
may be the LUN owner. The /O request is then sent to the ISA
that owns the LUN by the cluster module 192 of the first ISA.
The ISA that owns the LUN then writes the data and notifies
the first ISA of the completion. Thereafter, in block B568, the
first ISA sends a confirmation to the application that gener-
ated the I/O request in block B560.

FIG. 5F shows a process 570 that is similar to the process
556 of FIG. 5E, except the /O request is for reading data. The
process begins in block B572. In block B574, a read request
to read data for a shared LUN is received by a first ISA, for
example, 500, FIG. 5A. Similar to block B562 (FIG. 5E), the
first ISA determines if it is the LUN owner. If yes, then in
block B578, the first ISA obtains data from a local SSD, if
available and configured. The read request is processed and a
status is provided to the application that generated the read
request.

If the first ISA is not the owner, them in block B580, the
read request is sent to the LUN owner, similar to block B566,
FIG. 5E. The read request is processed in block B582, similar
to the write request in block B568 and the process ends.

In one embodiment, an in-band management process and
system is provided for sending management commands to the
ISAs. The term “in-band” as described above means using the
same transport protocol (for example, Fibre Channel, FCoE
and others) to send I/O requests and management commands.
An external initiator (i.e. an ISA, for example, 502, FIG. 5A)
may issue an in-band management command to any LUN that
is mapped to the initiator. An ACB payload describes the
action that may be needed in response to the management
command. The management commands may be a “GET” or
“SET” type to obtain information or to set certain parameters.
Both GET and SET may be a write type command with a
handle. A response to the GET type command will be a VU
CDB with service action code-response data, described
above.

FIG. 6 shows a process 600 for processing an in-band
management command (for example, a GET and/or SET type
command), according to one embodiment. In conventional
systems, typically, a Fibre Channel port is used for handling
1/0O requests and a separate Ethernet or other network port
type is used to send and receive management commands. In
one embodiment, an in-band management technique is pro-
vided, where the same port, for example, the Fibre Channel
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port can be used to issue management commands and the I/O
requests. Thus separate ports are not needed for processing
management commands which reduces overall complexity
and cost of an adapter.

The process begins in block B602. In block B604, a man-
agement command to get or set information is generated. The
ISA generating the command is referred to as an initiator,
while the ISA responding to the command may be referred to
as a responder. Thus, if ISA 502 generates the management
command, then it is the initiator and if ISA 500 is responding
to the command, then it is referred to as the responder or
receiver. The management command may be received by API
handler and passed to the ISA, as shown in FIG. 1F.

In block B606. ISA 502 allocates an ACB for the com-
mand, sets up destination information, assigns a sequence
number and a timestamp for the ACB. The ACB is provided to
the ISA API handler 184 that notifies the bridge application
module 190. In block B608, the bridge application module
190 at the initiator allocates a TRB/TPB for the ACB. The
bridge application module 190 then calls into a transport
driver (for example, FC driver 198).

In block B610, the transport driver 198 allocates a handle
for the TPB and issues a command for the storage protocol
controller 128 to send the in-band command to ISA 500 (i.e.
the responder) using the same port that it uses for processing
1/O requests. The storage protocol controller 128 then sends
the in-band command to ISA 500.

Blocks B612-B618 are performed at ISA 500 that receives
the in-band command. In block B612, the in-band command
is received at a port of ISA 500. The port controller (for
example, storage protocol controller 128) notifies the trans-
port driver (FC Driver 198). The FC driver 198 allocates a
TRB for the command and notifies the bridge application
module 190. In block B614, the bridge application module
190 identifies the command as an ACB request, allocates any
memory buffers that may be needed to process the request and
notifies the FC driver 198.

In block B616, the FC driver 198 processes the TPB or
ACB, issues a request for the storage protocol controller 128
to obtain any data or payload from the initiator. The storage
protocol controller 128 obtains the data from the initiator and
the data is then provided to the bridge application module
190.

Inblock B618, the bridge application module 190 calls the
ISA API handler 184 that assigns a handle to identify the
command and starts processing the request. The ISA API
handler 184 provides the results of the processing to bridge
application module 190. The bridge application 190 then
notifies the FC driver 198 to complete the processing and send
a status and sense data back to the initiator.

The sense data and the status are sent to the initiator and the
FC driver of the initiator receives the response. The response
is provided to the bridge application module 190 at the ini-
tiator that completes the processing of the ACB at the initiator.

In one embodiment, the foregoing describe method and
systems for providing an intelligent adapter that can operate
as a host bus adapter as well as a storage controller for man-
aging storage devices as cache LUNSs as well as data LUNSs.
The adapters may operate within a cluster serving a plurality
of'nodes. Cache coherency is maintained while storage space
is accessed by a plurality of nodes (or computing systems).

Although the present disclosure has been described with
reference to specific embodiments, these embodiments are
illustrative only and not limiting. For example, although the
description above has been described with respect to an ISA,
any other device may be configured to perform the foregoing
function. Thus the term adapter and device are interchange-
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able. Many other applications and embodiments of the
present disclosure will be apparent in light of this disclosure
and the following claims. References throughout this speci-
fication to “one embodiment” or “an embodiment” means
that a particular feature, structure or characteristic described
in connection with the embodiment is included in at least one
embodiment of the present disclosure. Therefore, it is empha-
sized and should be appreciated that two or more references to
“an embodiment” or “one embodiment” or “an alternative
embodiment” in various portions of this specification are not
necessarily all referring to the same embodiment. Further-
more, the particular features, structures or characteristics
being referred to may be combined as suitable in one or more
embodiments of the disclosure, as will be recognized by those
of ordinary skill in the art.

What is claimed is:

1. A machine implemented method, comprising:

creating a cluster having a plurality of member adapters,
each member adapter directly coupled to a computing
device via a peripheral bus;

identifying a primary master adapter that arbitrates
between other cluster member adapters and a secondary
master adapter that takes over a role of the primary
master adapter, in case the primary master adapter fails;

providing cluster information to all the member adapters,
the cluster information includes a unique cluster identi-
fier, an identifier for identifying each cluster member
adapter and a status of each cluster member adapter;

storing the cluster information by each member adapter for
enabling authorized communication between the cluster
member adapters;

configuring a cache region as part of a logical unit number
(LUN) and assigning ownership of the cache region to a
member adapter and notifying each cluster member
adapter of the cache region owner such that any request
to write to the LUN is forwarded to the cache region
owner;

a first adapter from among the plurality of member adapt-
ers, receiving a request to write data at a storage location
represented by the LUN presented to an application
executed by a first computing device coupled to the first
adapter via a peripheral bus;

wherein the first adapter includes a storage protocol con-
troller operating as a host bus adapter for interfacing
with a storage device accessible via a storage area net-
work (SAN) and processing input/output requests for
storing information at and reading information from the
storage device accessible via the SAN; and the first
adapter includes a first solid state storage device (SSD),
where storage space of the SSD is configured to operate
as a first cache logical unit number (LUN) for storing
data; and the first adapter is a part of the cluster having at
least a second adapter from among the plurality of mem-
ber adapters with a second SSD whose storage space is
configured to operate as a second cache LUN; and

the first adapter writing the data to the first cache LUN at
the first SSD, when the first adapter is a cache owner of
the LUN presented to the application, otherwise the
request is sent to the second adapter that is the cache
owner of the LUN presented to the application and the
second adapter processes the request to cache data at the
second cache LUN at the second SSD.

2. The method of claim 1, wherein storage space at the first
SSD and the second SSD is presented as a shared logical
entity to the first computing device and a second computing
device coupled to the second adapter for storing information.
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3. The method of claim 1, wherein the second SSD operates
to mirror any data stored at the first SSD.

4. The method of claim 1, wherein the LUN is based on
storage space at the SAN accessible storage device and the
first cache LUN is used to store data at the first SSD and then
transfer data to the SAN accessible storage device.

5. The method of claim 1, wherein the LUN is based on
storage space at the SAN accessible storage device and the
first cache LUN is used to store data at the first SSD and then
transfer data to the SAN accessible storage device and also
mirror data at the second SSD.

6. The method of claim 1, wherein the storage protocol
controller is a Fibre Channel controller providing SAN con-
nectivity to the first adapter.

7. The method of claim 1, wherein during a configuration
process, an attribute is set for the LUN for designating the first
adapter as the primary owner of the logical entity.

8. The method of claim 1, wherein during a configuration
process, an attribute is set for the LUN to use the first cache
LUN for caching data at the first SSD.

9. A machine implemented method, comprising:

creating a cluster having a plurality of member adapters,
each member adapter directly coupled to a computing
device via a peripheral bus;

identifying a primary master adapter that arbitrates
between other cluster member adapters and a secondary
master adapter that takes over a role of the primary
master adapter, in case the primary master adapter fails;

providing cluster information to all the member adapters,
the cluster information includes a unique cluster identi-
fier, an identifier for identifying each cluster member
adapter and a status of each cluster member adapter;

storing the cluster information by each member adapter for
enabling authorized communication between the cluster
member adapters;
configuring a cache region as part of a logical unit num-
ber (LUN) and assigning ownership of the cache
region to a member adapter and notifying each cluster
member adapter of the cache region owner such that
any request to write to the LUN is forwarded to the
cache region owner;

a first adapter from among the plurality of member adapt-
ers, receiving a request to read data from a storage loca-
tion represented by the LUN presented to an application
executed by a first computing device coupled to the first
adapter; wherein the first adapter includes a storage pro-
tocol controller operating as a host bus adapter for inter-
facing with a storage device accessible via a storage area
network (SAN) and processing input/output requests for
storing information at and reading information from the
storage device accessible via the SAN; and the first
adapter includes a first solid state storage device (SSD),
where storage space of the SSD is configured to operate
as a first cache logical unit number (LUN) for storing
data; and the first adapter is a part of the cluster having at
least a second adapter having a second SSD whose stor-
age space is configured to operate as a second cache
LUN; and

the first adapter reading the data from the first cache LUN,
when the first adapter is a cache owner of the LUN,
otherwise the request is sent to the second adapter that is
the cache owner of the LUN and the second adapter
obtains data in response to the request.

10. The method of claim 9, wherein storage space at the
first SSD and the second SSD is presented as a shared logical
entity to the first computing device and a second computing
device coupled to the second adapter for storing information.
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11. The method of claim 9, wherein the second SSD oper-
ates to mirror data stored at the first SSD.

12. The method of claim 9, wherein the LUN is based on
storage space at the SAN accessible storage device and the
first cache LUN is used to store data at the first SSD and then
transfer data to the SAN accessible storage device.

13. The method of claim 9, wherein the LUN is based on
storage space at the SAN accessible storage device and the
first cache LUN is used to store data at the first SSD and then
transfer data to the SAN accessible storage device and also
mirror data at the second SSD.

14. The method of claim 9, wherein the storage protocol
controller is a Fibre Channel controller providing SAN con-
nectivity to the first adapter.

15. The method of claim 9, wherein during a configuration
process, an attribute is set for the LUN for designating the first
adapter as the primary owner of the LUN.

16. The method of claim 9, wherein during a configuration
process, an attribute is set for the LUN to use the first cache
LUN for caching data at the first SSD.

17. A non-transitory, machine readable storage medium
having stored thereon instructions for performing a method,
comprising machine executable code which when executed
by at least one machine, causes the machine to:

create a cluster having a plurality of member adapters, each

member adapter directly coupled to a computing device
via a peripheral bus;
identify a primary master adapter that arbitrates between
other cluster member adapters and a secondary master
adapter that takes over a role of the primary master
adapter, in case the primary master adapter fails;

provide cluster information to all the member adapters, the
cluster information includes a unique cluster identifier,
an identifier for identifying each cluster member adapter
and a status of each cluster member adapter;

store the cluster information by each member adapter for

enabling authorized communication between the cluster
member adapters;

configure a cache region as part of a logical unit number

(LUN) and assigning ownership of the cache region to a
member adapter and notifying each cluster member
adapter of the cache region owner such that any request
to write to the LUN is forwarded to the cache region
owner;
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receive a request by a first adapter from among the plurality
of member adapters to write data at a storage location
represented by the LUN presented to an application
executed by a first computing device coupled to the first
adapter via a peripheral bus;

wherein the first adapter includes a storage protocol con-

troller operating as a host bus adapter for interfacing
with a storage device accessible via a storage area net-
work (SAN) and processing input/output requests for
storing information at and reading information from the
storage device accessible via the SAN; and the first
adapter includes a first solid state storage device (SSD),
where storage space of the SSD is configured to operate
as a first cache logical unit number (LUN) for storing
data; and the first adapter is a part of the cluster having at
least a second adapter from among the plurality of mem-
ber adapters with a second SSD whose storage space is
configured to operate as a second cache LUN; and
wherein the first adapter writes the data to the first cache
LUN at the first SSD, when the first adapter is a cache
owner of the LUN presented to the application, other-
wise the request is sent to the second adapter that is the
cache owner of the LUN presented to the application and
the second adapter processes the request to cache data at
the second cache LUN at the second SSD.

18. The non-transitory medium of claim 17, wherein stor-
age space at the first SSD and the second SSD is presented as
a shared logical entity to the first computing device and a
second computing device coupled to the second adapter for
storing information.

19. The non-transitory storage medium of claim 17,
wherein in response to a read request, the first adapter reads
data from the first cache LUN, when the first adapter is a
cache owner of the LUN, otherwise the read request is sent to
the second adapter that is the cache owner of the LUN and the
second adapter obtains data in response to the request.

20. The non-transitory, storage medium of claim 17,
wherein the LUN is based on storage space at the SAN acces-
sible storage device and the first cache LUN is used to store
data at the first SSD and then transfer data to the SAN acces-
sible storage device and also mirror data at the second SSD.

#* #* #* #* #*
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